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Please read these carefully  
before assembling 

Erect the Armo Mk II bivvy  
in the normal way.  

1_	 Remove the Winter Wrap from 
its carry bag and fit over the already 
erected Armo, peg down at the rear 
first, then with door zipped down, peg 
either side of the door fronts, leaving 
the sides of the Winter Wrap until last.  
Please note there are four pegging 
points either side of the door, these 
are to help with the uneven ground 
conditions.  The amount of tension 
you put on the rear pegging points 
will affect the amount of adjustment 
at the front.  

2_	 The Armo Winter Wrap comes 
supplied with two storm rod adapters.  
If you wish to fit the storm rods, 
simply screw the adapters onto a 
suitable length storm rod, open the 
door and slide the storm rod into the 
fabric tube that runs parallel with the 
zip, clip the top of the adapter onto 
the porch pole of the Armo and adjust 
the storm rod to tension the material.  

3_	 Finally, re-adjust any pegging 
points so as to tension the fabric as 
required, (this will vary depending  
on the ground conditions).

Aftercare

In order to stop mildew from forming 
and damaging your winter wrap it is 
very important to dry them out as 
soon as possible after use.  

If you do not have the space to fully 
open at home then remove the 
outer bag and open it as much as 
possible, turning it every few hours 
until fully dry.  

Treat the fabric when necessary 
(every one or two years) with fabsil 
gold, this will replenish the fabric’s 
water repellent properties and 
extend the winter wrap’s life.

Please note

Failure to dry your winter wrap 
completely and store as instructed 
may invalidate any guarantee on  
this product.
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