


Please read these carefully  
before assembling

1_	 Lay out the ground sheet where  
you want to erect your ArmoDome.   
The two hooks attached to the 
ground sheet must face downwards.  
A small Trakker label indicates the 
doorway.

2_	 Place the ArmoDome in the 
centre of the ground sheet.  Kneel 
down and open out the arms of the 
ArmoDome, plugging together the 
frame sections as you go.  

3_	 Ensure the spigots are fully 
inserted. The porch sections must 
be installed last. Simply plug the 
porch frame together and slot each 
side on to the two aluminium lugs. 
Do not attempt to assemble the 
ArmoDome while you are standing.

4_	 The assembled frame should be 
wider than the ground sheet.  Attach 
the lower two rings on the inside 
edges of the frame base plates to 
the hooks on the ground sheet.  
This tensions the frame and takes 
up the play in the spigots. 

5_Peg out the rings at the rear of 
the ArmoDome using the ground 
sheet as rough guide.

6_	 Please note the ground sheet 
is slightly oversized to allow for 
uneven ground; so do not stretch 
it out too tight, removing any pegs 
you have used to hold the ground 
sheet in position, note that the 
ground sheet is only a rough guide 
and adjustments can be made in any 
direction, insert two pegs through 
the rings at either side of the door 
and pull forward the ArmoDome, 
pegging down again using the 
ground sheet as rough guide. 

7_	 Do not fully tension the 
ArmoDome with the aluminium 
rings, use the elaticated ball  
loops. The draft skirt must be 
tucked under the ground sheet. 

8_	 Finally the small frame support 
system (supplied) should be 
installed between the front pole and 
the porch pole.

9_	 The door is �tted with two-way 
zips so it may be opened from the 
top or bottom. The door is longer 
than the bivvy so it can act as draft 
skirt and be tucked under the 
ground sheet.  

9_	 Please note the zips on the 
door will not match in length and 
this is normal. Only one side of the 
ArmoDome may be rolled back 
at any one time unless the frame 
support system is �tted.  

10_	The frame support system clips  
onto the poles in the centre and 
pushes the frame forward. This 
supports the ArmoDome frame 
without the need to peg out the 
front, however this will compromise 
its stability and should only be done 
when the weather conditions allow.

Attaching the inner pod.

11_	Fold out the cotton inner pod 
remembering to line up the door 
of the inner pod with the door of 
the ArmoDome. It is easier to �t 
the inner pod with the door open. 
Starting at the rear of the bivvy clip 
the inner pod groundsheet hooks 
onto the corresponding aluminium 
rings on the ArmoDome.  

12_	This should tension the inner 
pod groundsheet within the 
ArmoDome. With the inner pod 
door fully open kneel inside the 
and starting at the rear connect the 
aluminium hooks of the inner pod 
to the corresponding rings of the 
ArmoDome.

To dissemble the ArmoDome.

13_	It is possible to leave the inner 
pod attached to the ArmoDome, 
however ensure that the door is left 
open to allow air to escape.

14_	It is possible that hooks may 
become unfastened during this 
process and when you come to use 
the ArmoDome again you may have 
to re-attach these hooks.

15_	Firstly undo the porch system 
from its two lugs and then un-peg 
and collapse the frame. Release 
the tension by disconnecting from 
ground sheet. Starting from the 
centre, unplug the frame sections 
and twist them approximately 90 
degrees to prevent them plugging 
back together.  

16_	It may help if you shake the pole 
slightly as you unplug the frame 
sections, as this will help release 
the spigot. Fold the arms into the 
middle, as you go, making sure 
there is no material wrapped around 
the ends of the frame sections as 
this could damage the cover.

17_	The ArmoDome comes supplied 
with hardened steel pegs. They 
are adequate for good ground 
conditions but specialist pegs will 
be required for gravel, sand etc.


